




C0005424

Note: Additions shall not be made to this document without prior evaluation and acceptance by NSF International.

NSF International

789 N. Dixboro Road, Ann Arbor, Michigan 48105-9723 USA
1-800-NSF-MARK / 734-769-8010

www.nsf.org

1 of 2

OFFICIAL LISTING

NSF International Certifies that the products appearing on this Listing conform to the requirements of  

This is the Official Listing recorded on February 7, 2014. 

BWT Water & More GmbH
Walter-Simmer-Strasse 4
Mondsee 5310
Austria

Special System: Non Home Use

COMPONENTS: Adaptors

COMPONENTS: Filter Cartridges

COMPONENTS: Flow Meter

Plumbed-In
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NSF/ANSI Standard 42 - Drinking Water Treatment Units - Aesthetic Effects 

43 6232 5011 0

WMF Adaptor Grey WMF Adaptor White

BWT bestcup M BWT bestcup L FU28I00A00

FU26I00A00 FU24I00A00 FU23I00A00

FU30I00A00 FU22I00A00 WMF Wasserfilter 100

WMF Wasserfilter 200

Aquameter 11-100 I/h

Facility: Mondsee, Austria

                                                                    Service     Flow 
                                           Replacement                Cycle     Rate
Brand Name / Trade Name / Model            Element                (gallons)    (gpm) Claim
  

bestmax S (FU22I01A00)       637    .5

bestmax V (FU23I01A00)       586    .5

bestmax V Type WF       586    .5

bestmax M (FU24I01A00)      3010    .5

bestmax M Type WF      3010    .5

bestmax L (FU26I01A00)      4950    .5

bestmax XL (FU28I01A00)      6470    .5

bestmax XL Type WF      6470    .5

bestmax 2XL (FU30I01A00)      9510    .5

besttaste x      2642    .8
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FU22I00A00 Chlorine Reduction

Taste and Odor Reduction

FU23I00A00 Chlorine Reduction

Taste and Odor Reduction

33.0000.9810 Chlorine Reduction

Taste and Odor Reduction

FU24I00A00 Chlorine Reduction

Taste and Odor Reduction

33.0000.9820 Chlorine Reduction

Taste and Odor Reduction

FU26I00A00 Chlorine Reduction

Taste and Odor Reduction

FU28I00A00 Chlorine Reduction

Taste and Odor Reduction

33.0000.9830 Chlorine Reduction

Taste and Odor Reduction

FU30I00A00 Chlorine Reduction

Taste and Odor Reduction

besttaste x Chlorine Reduction

Taste and Odor Reduction
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 Godkendelse 
 VA 3.12/17965 
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DS Certificering A/S Telefon: +45 72 24 59 00 E-mail: eta@dscert.dk 
ETA-Danmark  Telefax: +45 72 24 59 04 Internet:www.etadanmark.dk 
Kollegievej 6  
DK-2920 Charlottenlund 

 
GODKENDELSESINDEHAVER: 
HOH Water Technology A/S 
Geminivej 24 
2670 Greve 
Telefon: 43 60 05 00 
Telefax: 43 60 09 00 

 

Blødgøringsanlæg - afkarbonisering 
HOH 
type BESTMAX  X, S, V, M, L, XL og XXL   

 

FABRIKAT: 

HOH Water Technology, 
Danmark 
 
MÆRKNING: 

• Fabrikantmærke: HOH 
• Typebetegnelse 
• Godkendelsesnummer 
• Godkendelsesmærke:  

 
 

BETINGELSER FOR MONTERING OG BRUG: 

Brug: 
Anlægget tillades anvendt i forbindelse med: 
 
- Koldt drikkevand. 
- Isterningsmaskiner. 
- Kold- og varmdriksanlæg. 
- Kaffe- og te fremstilling. 
     (Opvarmes til mindst 90° - sikres med termosta t afbryder). 
- Varmt brugsvand. 
- Teknisk brug – Se bemærkninger. 
 
Regenerering skal ske iht. godkendelsesindehaverens anvisninger. 
 
Montering: 
Anlægget monteres, så eftersyn og reparation kan udføres uden væsentlige 
ulemper. 
 
På tilgangsledningen til anlægget skal monteres en afspærringsventil. 
 
På tilgangsledningen til anlægget skal endvidere monteres en 
tilbagestrømningssikring for min. mediumkategori 2, jf. DS/EN 1717, 
svarende til sikringstype EA eller EC. Montage skal ske iht. VA-
godkendelsen af den pågældende ventil. 
 
Forbindes anlægget til vandinstallationen med fleksible slanger, skal disse 
være VA-godkendt. 
 
Med hvert anlæg skal følge en monterings- og betjeningsvejledning på 
dansk. 
 
Montage af trykreduktionsventil skal ske iht. VA-godkendelsen af den 
pågældende ventil. 
 
BEMÆRKNINGER: 
I almindelige husholdninger betragtes vand til vaskemaskiner og 
opvaskemaskiner som vand til teknisk brug, når det behandlede vand 
udelukkende benyttes til disse apparater. 
 
Der er med denne godkendelse alene taget stilling til anlæggets tilslutning til 
vandforsyningsnettet, og ikke til anlæggets effektivitet. 

 
 
 
 
 
 
 




